Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 712 8/3112 | Difference |  9/9/11 gfg:;; 9/10110 ng:;; o712 9/19/11 gf::;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,301 2,266 35 2,716 -156.3 3,109 -26.0 2,304 2,703 -14.8
East Coast (PADD 1) .. 141 160 -20 142 -0.7 259 -45.7 144 176 -18.3
Midwest (PADD 2) .... 793 800 -7 792 0.0 745 6.4 774 730 6.0
Gulf Coast (PADD 3) ... 812 823 -12 1,291 -37.1 1,607 -49.5 876 1,279 -31.5
Rocky Mountain (PADD 4) ... 234 239 -5 201 16.4 235 -0.7 241 216 11.5
West Coast (PADD 5) .... 828 244 79 290 11.4 263 225 268 302 -11.1
Reformulated ................. 101 103 -3 99 1.2 122 -17.8 100 115 -12.5
Blended with Ethanol 88 90 -2 85 34 100 -12.6 87 96 -9.2
Other .......... 13 13 -1 15 -11.8 22 -41.6 13 19 -29.7
Conventional . 2,201 2,163 38 2,616 -15.9 2,987 -26.3 2,204 2,588 -14.9
Blended with Ethanol 342 357 -15 328 4.2 222 54.1 356 327 9.1
Ed55 and Lower ..... 342 357 -15 328 41 222 54.1 356 327 9.0
Greater than Ed55 . 0 0 0 0 - 0 - 0 0 308.2
Other .... 1,858 1,805 53 2,288 -18.8 2,765 -32.8 1,848 2,262 -18.3
Distillate Fuel Oil .. 4,431 4,305 126 4,481 -1.1 4,372 1.3 4,518 4,591 -1.6
15 ppm sulfur and Under . 4,067 3,966 101 3,941 3.2 3,708 9.7 4,073 4,002 1.8
> 15 ppm to 500 ppm sulfur . . 36 54 -18 214 -83.2 316 -88.6 113 202 -44.0
> 500 ppm sulfur ..... . 328 285 43 326 0.7 348 -5.6 332 387 -14.2
Kerosene ................. 9 -19 28 10 -5.2 28 -67.2 -3 14 -124.8
Kerosene-Type Jet Fuel . 1,448 1,459 -1 1,503 -3.7 1,489 -2.8 1,514 1,540 -1.7
Residual Fuel Oil 489 459 30 449 8.9 431 13.5 464 544 -14.7
Blender Net Production

Finished Motor Gasoline' ... 6,210 6,739 -529 6,479 -4.2 5,763 7.8 6,595 6,581 0.2
East Coast (PADD 1) 2,648 2,836 -188 2,754 -3.9 2,469 7.3 2,771 2,809 -1.3
Midwest (PADD 2) 1,325 1,444 -120 1,463 -9.4 1,327 -0.2 1,422 1,495 -4.9
Gulf Coast (PADD 3) ... 953 1,095 -142 926 29 753 26.6 1,056 909 16.2
Rocky Mountain (PADD 4) . 65 63 2 41 56.2 38 70.9 66 44 49.1
West Coast (PADD 5) 1,219 1,300 -81 1,295 -5.9 1,176 3.6 1,279 1,324 -3.4
Reformulated 2,757 2,961 -203 2,838 -2.8 2,794 -1.3 2,904 2,905 0.0
Blended with Ethanol 2,757 2,961 -203 2,838 -2.8 2,794 -1.3 2,904 2,905 0.0
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 3,452 3,778 -326 3,641 -5.2 2,968 16.3 3,691 3,676 0.4
Blended with Ethanol 4,696 5,035 -339 4,712 -0.3 4,560 3.0 4,966 4,821 3.0
Ed55 and Lower ..... 4,694 5,033 -339 4,710 -0.3 4,558 3.0 4,965 4,819 3.0
Greater than Ed55 . . 1 2 0 2 -25.6 1 3.8 2 2 -20.6
Other .............. . -1,243 -1,257 13 -1,071 16.1 -1,591 -21.9 -1,276 -1,145 11.4
Distillate Fuel Oil ..... 18 36 -18 12 43.3 -5 -456.6 30 16 87.0
15 ppm sulfur and Under . 17 32 -15 8 120.6 -5 -460.2 25 10 1565.7
> 15 ppm to 500 ppm sulfur . 4 5 -1 -15 -1241 15 -75.2 2 -3 -178.3
> 500 ppm sulfur .. -3 -1 -2 20 -115.3 -15 -79.8 3 10 -66.8
Kerosene ... 0 0 1 -2 -106.8 17 -99.4 0 -1 -60.7
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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